
TMTM

MADE
IN USA

ENGINE OILENGINE OIL
API CK-4, CJ-4, CI-4 / SPAPI CK-4, CJ-4, CI-4 / SP
Made with TBN Retention TechnologyMade with TBN Retention Technology

15W-4015W-40
CK-4 HEAVY DUTYCK-4 HEAVY DUTY

SAESAE

Mack EOS-4.5, Renault VI RLD-3, Volvo VDS 4.5, approved.

Meets ACEA E7-16, E9-16, DFS 93K222

Mack EOS-4.5, Renault VI RLD-3, Volvo VDS 4.5, approved.

Meets ACEA E7-16, E9-16, DFS 93K222

SYNTHETIC BLENDSYNTHETIC BLEND

���
������
���

������

��
����

���������������
����

�������������

5
QUARTS
5

QUARTS 1.25 U.S. Gallon / 4.731 L1.25 U.S. Gallon / 4.731 L

TMTM

1 U.S. QT / 946mL 11

• GM DEXRON®-VI

• DEXRON® III/III(H)/IIE

• Ford MERCON®

• MERCON® LV

• Hyundai/Kia SP-II/III/IV

• Toyota WS, T-III, T-IV

• Mercedes Benz®

• Honda® Z-1

• Allison® C-3, C-4

• Nissan® Matic Fluids

• Volvo CE 97340

• ZF TE-ML 09X

Officially Licensed and GM Approved J-60189

Suitable for use in most GM, Ford, Toyota, Honda,
and other high performance vehicles

Automatic
Transmission Fluid

Automatic
Transmission Fluid

FULL SYNTHETIC MULTI-VEHICLE FORMULAFULL SYNTHETIC MULTI-VEHICLE FORMULA

TMTM

MOTOR OILMOTOR OIL

1 U.S. QT
946mL
1 U.S. QT
946mL11

FULL SYNTHETIC

API SQ / ILSAC GF-7AAPI SQ / ILSAC GF-7A

5W-305W-30SA
E

SA
E

FULL SYNTHETIC

TMTM

MOTOR OILMOTOR OIL

MADE
IN USA

API SQ / ILSAC GF-7AAPI SQ / ILSAC GF-7A

SAE 0W-20

5
QUARTS
5

QUARTS 1.25 U.S. Gallon / 4.731 L1.25 U.S. Gallon / 4.731 L

SYNTHETIC BLEND

MOTOR OILMOTOR OIL

TMTM

1 U.S. QT
946mL
1 U.S. QT
946mL11

API SQ / ILSAC GF-7AAPI SQ / ILSAC GF-7A

5W-305W-30SA
E

SA
E

TM

PREMIUM
AUTOMOTIVE PRODUCTS

Manufactured by US Global Petroleum  •  usglobalpetroleum.com  •  +1 773-376-9660

Global Award Winner 2021 - 2nd Place - AutomotiveTech

FULL SYNTHETIC

MOTOR OILMOTOR OIL

TMTM

5W-205W-20SAESAE

API SQ / ILSAC GF-7AAPI SQ / ILSAC GF-7A

1 U.S. QT
946mL
1 U.S. QT
946mL11



FULL SYNTHETIC

MOTOR OILMOTOR OIL

TMTM

MOTOR OILMOTOR OIL
API SQ / ILSAC GF-7AAPI SQ / ILSAC GF-7A

10W-3010W-30SA
E

SA
E

1 U.S. QT
946mL
1 U.S. QT
946mL11

ROVER Full Synthetic Motor Oil is a superior quality multi-grade motor oil designed with a 
state-of-the-art low-friction additive system for maximum engine protection even under the 
toughest driving conditions. It outperforms conventional motor oil, reduces friction and wear 
at start-up, and protects your engine against performance-robbing sludge and varnish 
deposits. ROVER Full Synthetic Motor Oil is recommended for turbocharged and 
high-powered passenger car, truck, SUV, and other mobile or stationary engines, including 
advanced hybrid and turbo-charged gasoline direct injection (TGDI) engines.

+1 773-376-96602

TM

FULL SYNTHETIC

0W-16
• API SQ
• ILSAC GF-7B
• Honda Civic
• Lexus ES3000h
• Mitsubishi
• Nissan

0W-20
• API SQ
• ILSAC GF-7A
• Chrysler MS 6395
• Ford WSS-M2C947A
• GM 6094M

0W-30
• API SQ
• ILSAC GF-7A
• MB 229.3
• MB 229.5
• VW 502.00/505.00

5W-20
• API SQ
• ILSAC GF-7A
• GM 6094M
• Chrysler MS 6395
• Ford WSS-M2C945A

0W-40
• API SQ
• MB 229.3
• VW 502.00/505.00

5W-30
• API SQ
• ILSAC GF-7A
• Chrysler MS 6395
• Ford WSS-M2C929A
• Ford WSS-M2C946A
• GM 6094M
• Porsche
• Renault

5W-40
• API SQ
• Ford WSS-M2C917A
• MS 229.3
• Renault RN 0700/0710
• VW 502.00/505.00 

10W-30
• API SQ
• ILSAC GF-7A
• Chrysler MS 6395
• Ford WSS-M2C205A
• GM 4718M
• GM 6094M

10W-40
• API SQ
• MS 299.3
• Renault RN 0700 / 0710
• VW 502.00 / 505.00

20W-50
• API SQ
• MB 229.1
• GM 6094M

MADE IN
THE U.S.A.
MADE IN
THE U.S.A.

Performance Boosters
ROVER

GF-7

GF-6

Surpasses Rigorous GF-7 Requirements
• 50% Better aged pre-ignition prevention*

• Up to 70% Better oxidation control*

• Up to 9% Better fuel economy*

• More than 50% Less wear*
*Higher than ILSAC GF-7 requirements

*Meets or exceeds comparable performance levels



ROVER Full Synthetic EURO Motor Oil is a specialized 
multi-grade oil designed with a state-of-the-art 
low-friction additive system to meet the latest stringent, 
high-performance European OEM standards for 
maximum engine performance, protection, and longevity 
even under the toughest driving conditions. It reduces 
friction and wear at start-up and protects your engine 
against the build-up of performance-robbing sludge and 
varnish deposits. It is recommended for turbocharged 
and high-powered passenger cars, light-duty trucks, 
SUVs, and other mobile or stationary engines. 

ROVER dexos1™ GEN 3 Full Synthetic Motor Oil is formulated from select low-friction, full synthetic 
base stocks and an advanced technology additive system licensed by General Motors to meet their 
Global Engine Oil Specification. It o�ers remarkable improvements in engine performance, optimum 
protection, and fuel economy for today’s automobiles, light-trucks, SUVs, and other engines, 
including advanced hybrid and turbocharged gasoline direct injection (TGDI) engines.

usglobalpetroleum.com 3

TMTM

MOTOR OILMOTOR OIL

1 U.S. QT
946mL
1 U.S. QT
946mL11

FULL SYNTHETIC

API SQ / ILSAC GF-7AAPI SQ / ILSAC GF-7A

5W-305W-30SA
E

SA
E

0W-20
• API SQ
• ILSAC GF-7A
• GM dexos1™ GEN 3
• Chrysler MS 6395
• Ford WSS-M2C947A
• GM 6094M 

5W-20
• API SQ
• ILSAC GF-7A
• GM dexos1™ GEN 3
• Chrysler MS 6395
• Ford WSS-M2C945A
• GM 6094M 

5W-30
• API SP / CF
• ACEA A3/B4
• ACEA A5/B5
• MB 226.5
• MB 229.3
• Renault RN 0710/0700
• VW 502.00/505.00 

5W-40
• API SP / CF
• ACEA A3/B4
•  MB 229.5
• MB 226.5
• MB 229.3
• Porsche A40
• Renault RN 0710/0700
• VW 502.00/505.00 

5W-30
• API SQ
• ILSAC GF-7A
• GM dexos1™ GEN 3
• Chrysler MS 6395
• Ford WSS-M2C929A
• Ford WSS-M2C946A
• GM 6094M
• Porsche
• Renault 

FULL SYNTHETIC

MOTOR OILMOTOR OIL

TMTM

EURO

1 U.S. Quart 946mL

5W-305W-30SA
E

SA
E

FULL SAPS  API SP/CF
ACEA A3/B3, ACEA A3/B4, ACEA A5/B5

FULL SAPS  API SP/CF
ACEA A3/B3, ACEA A3/B4, ACEA A5/B5

• MEETS PERFORMANCE LEVELS

• RN 0700 / RN 0710 • Chrysler

• VW 502.00/505.00 • MB 226.5

• MB 229.51, 229.3 • Porsche

FULL SYNTHETIC
DEXOS1™ GEN 3

EURO



ROVER Synthetic Blend Motor Oil sets a new standard in flexible 
formulations proven to go beyond mere performance, delivering 
significant improvements in engine cleanliness, wear protection, 
oxidation control, pre-ignition prevention, and fuel economy.
It provides superior protection for today’s automobile, light truck, 
SUV, and other mobile or stationary engines. It meets or 
surpasses rigorous American Petroleum Institute (API) SQ 
classification and is comparable to most American, Asian, and 
European manufacturers’ standards.

ROVER 4T Full Synthetic and Synthetic Blend Motorcycle Engine Oils are designed specifically for 
high-temperature, high-RPM, 4-stroke engines used in on and o�-road motorcycles, ATVs, and similar 
vehicles. They are premium quality multi-grade engine oils designed with high-tech, low-friction performance 
additives that deliver advanced low-temperature fluidity to ensure easy cranking and startup protection. They 
provide outstanding anti-wear protection, exceptional control, and resistance to performance-robbing sludge 
and varnish deposits. They also provide superior frictional characteristics for maximum power transfer, 
smooth shifting, and superb wet clutch protection, even under the most severe riding conditions.

TM

SYNTHETIC BLEND

SYNTHETIC BLEND

MOTOR OILMOTOR OIL

TMTM

1 U.S. QT
946mL
1 U.S. QT
946mL11

API SQ / ILSAC GF-7AAPI SQ / ILSAC GF-7A

5W-305W-30SA
E

SA
E

+1 773-376-96604

Superior Engine Protection
• Next-level API SQ / ILSAC GF-7A Technology
• Excellent cold-crank capabilities
• Outperforms conventional motor oil
• Helps improve fuel economy

10W-30
• API SQ
• ILSAC GF-7A
• Chrysler MS 6395
• Ford WSS-M2C205A
• GM 6094M

10W-30
• API SP
• JASO MA2

10W-40
• API SP
• JASO MA2

20W-50
• API SP
• JASO MA2

0W-20
• API SQ
• ILSAC GF-7A
• Chrysler MS 6395
• Ford WSS-M2C945A
• GM 6094M

5W-20
• API SQ
• ILSAC GF-7A
• Chrysler MS 6395
• Ford WSS-M2C945A
• GM 6094M

5W-30
• API SQ
• ILSAC GF-7A
• Chrysler MS 6395
• Ford WSS-M2C929A
• Ford WSS-M2C946A
• GM 6094M

5W-40
• API SQ
• Chrysler MS 6395
• GM 6094M

10W-40
• API SQ
• MB 229.3
• Renault RN 0710 / 0700
• VW 502.00 / 505.00

20W-50
• API SQ
• GM 6094
• MB 229.1

MOTORCYCLE
TMTM

4T FULL SYNTHETIC

Motorcycle
Engine Oil
Motorcycle
Engine Oil

MA2
JASO T 903: 2023

PERFORMANCE IS GUARANTEED by
Global Market Distribution LLC,

DBA US Global Petroleum

M001USG005

MA2
JASO T 903: 2023

PERFORMANCE IS GUARANTEED by
Global Market Distribution LLC,

DBA US Global Petroleum

M001USG005

API
SP
API
SP

SA
E

SA
E 10W-4010W-40

1 U.S. QT / 946mL1 U.S. QT / 946mL
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ROVER CK-4 Heavy Duty Synthetic Blend Diesel Engine Oil is designed to 
meet 2017 and newer on-highway and Tier 4 exhaust emission standards. It 
o�ers advanced engine protection and superior performance for naturally 
aspirated, turbocharged, or supercharged diesel, gasoline, or propane truck, 
SUV, and passenger car engines. It surpasses rigorous American Petroleum 
Institute (API) CK-4 and SN Service Classifications and equivalent American, 
European, and Asian OEM standards.

ADVANCED CK-4
• Exceeds API CK-4 / SP
• Meets Tier 4 Emission Standards
• Excellent Cold-crank Capabilities
• Helps improve fuel economy
• Promotes Longer Engine Life

10W-30
• API CK-4/SP
• ACEA E7, ACEA 11
• CAT ECF-3
• CES 20086, CES 20087
• DFS 93K222
• FORD WSS-M2C171-F1
• Mack EOS-4.5
• MB 228.31
• Renault VI RLD-4
• Volvo VDS-4.5

15W-40
• API CK-4/SP
• ACEA E7, ACEA 11
• Allison TES 439
• CAT ECF-3
• CES 20086, CES 20087
• DFS 93K222
• DQC III-18LA
• FORD WSS-M2C171-F1
• JASO DH-2
• Mack EOS-4.5
• MAN 3275, 3575, 3775
• MB 228.31
• Renault VI RLD-4
• Volvo VDS-4.5

15W-40
• API CI-J / CI-4
• MACK EO-M PLUS
• CES 20078
• MB 228.3
• VOLVO VDS / VDS-2
• CAT ECF-1,  TO-2
• ALLISON C-3 / C-4

20W-50
• API CI-4
• MACK EO-M PLUS
• CES 20071
• VOLVO VDS / VDS-2
• CAT ECF-1,  TO-2
• MAN 3275
• MB 228.3

25W-60
• API CF-4
• MACK EO-M
• CES 20071
• VOLVO VDS
• ALLISON C-4
• CAT TO-2

Made with 

TBN
Retention

Technology

Made with 

TBN
Retention

Technology

HEAVY DUTY ENGINE OILHEAVY DUTY ENGINE OILHEAVY DUTY ENGINE OILHEAVY DUTY ENGINE OIL

TMTM

MADE
IN USA

��������������������

ENGINE OILENGINE OIL
CI-4 PLUS / SLCI-4 PLUS / SL

Made with TBN Retention TechnologyMade with TBN Retention Technology

SAE 15W-40SAE 15W-40

TBN
12

5
QUARTS
5

QUARTS 1.25 U.S. Gallon / 4.731 L1.25 U.S. Gallon / 4.731 L

ROVER Heavy Duty Synthetic 
Blend Oil is a multi-grade motor 
oil specifically engineered to 
meet the requirements of 
naturally aspirated, turbocharged, 
or supercharged diesel, gasoline, 
and propane engines. It helps 
extend overall engine life by 
minimizing sludge and varnish 
formation and providing out- 
standing anti-wear protection 
and deposit control under the 
toughest conditions. 

HEAVY DUTY

*Meets or exceeds comparable performance levels

TMTM

 Made with TBN Retention Technology Made with TBN Retention Technology

CK-4 HEAVY DUTYCK-4 HEAVY DUTY

SA
E

SA
E 15W-4015W-40

Engine OilEngine Oil
API CK-4, CJ-4 / SP Service API CK-4, CJ-4 / SP Service 
ACEA E7, ACEA 11, Mack EOS-4.5, CAT ECF-3,

 FORD WSS-M2C171-F1, Allison TES 439,
Volvo VDS-4.5, MAN 3775, Renault VI RLD-3 

ACEA E7, ACEA 11, Mack EOS-4.5, CAT ECF-3,
 FORD WSS-M2C171-F1, Allison TES 439,

Volvo VDS-4.5, MAN 3775, Renault VI RLD-3 

1 U.S. Quart / 946mL1 U.S. Quart / 946mL 11



• Allison TES-668
• Allison H 40 EP, H 50 EP
• Allison TES 295
• Volvo 97341
• Ford M
• GM DEX-IIIH / IIIG / IID
• JASO M315 Type 1A
Suitable for all Allison
   1000 Series
   2000 Series
   3000 Series
   4000 Series
   automatic transmissions

TM

TRANSMISSION FLUID

+1 773-376-96606

ROVER Synthetic Multi-Vehicle Transmission Fluids are 
high-performance fluids formulated from synthetic base oils and 
various advanced additive packages to meet or exceed the 
performance, protection, and service requirements of most 
passenger car and light-truck automatic transmissions 
manufactured worldwide. They are custom blended for specific 
transmissions and may be used as a fluid top-o�, drain-and fill, or 

flush-and-fill installation or used in many power steering units and 
hydraulic systems. They provide superior oxidation control, 
extended service intervals, maximum year-round low and high 
temperature protection, improved fuel economy, superior shear 
stability performance, and o�er consistent shift performance for 
the life of the fluid. They meet or exceed comparable performance 
levels, including but not limited to:

• Allison C-3 & C-4, TES-389B
• Audi 5 HP LT71141
• BMW ZF 5HP30
• Bosch TE-ML 09
• CAT TO-2
• Ford MERCON
• GM DEXRON III/III(H)/IIE
• Hyundai/Kia Dex-II/ SP-II
• MAN 339A
• Mazda ATF D-II, ATF F-1
• MB ZF 4HP20
• NAG 1 Chrysler, Jeep
• Porsche ZF 5HP20, LT71141
• Renault DPO/AL4
• Shell 3403, M115, LA 2634
• Toyota ATF D-II, ATF D-III
• Vickers M2950-S, I-286-S
• Volvo 97325, 97335, CE 97340
• VW G-052 025 A2
• ZF TE-ML 05L, ZF TE-ML 09
• ZF TE-ML 21L

• Allison C-3 & C-4 ,TES-389
• BMW 4 and 5-speed
• Ford MERCON
• GM DEXRON-VI
• GM DEXRON III/III(H)/IIE
• Honda/Acura Z-1
• ISUZU BESCO ATF-II /III
• JASO 1A, 2A
• JWS 3309
• Mazda/Mitsubishi
• Mercedes Benz NAG 1
• MAN 339A
• Nissan Matic Fluids
• Porsche 4321054
• Suzuki ATF
• Toyota T-III, T-IV, WS
• Voith 55.6335
• Volvo CE 97340
• VW
• ZF TE-ML 21L
• ZF 8 & 9 speed

• GM DEXRON-VI, III/III(H)/IIE
• Ford MERCON
• Allison C-3 & C-4, 
• Allison TES-295, TES-389
• BMW 4 and 5-speed
• Chrysler ATF-Plus
• Honda/Acura Z-1
• ISUZU BESCO ATF-II /III
• JASO 1A, 2A
• JWS 3309
• Mazda/Mitsubishi
• Mercedes Benz NAG 1
• MAN 339A
• Nissan Matic Fluids
• Saab T-IV
• Suzuki ATF
• Toyota T-III, T-IV, WS
• Voith 55.6335
• Volvo CE 97340
• ZF TE-ML 21L
• ZF 8 & 9 speed

• All ZF 3 & 4 speed
• ZF 8 & 9 speed
• ZF TE-ML 05L
• ZF TE-ML 09
• ZF TE-ML 11A, 11B
• ZF TE-ML 
• GM DEXRON-VI
• DEXRON II/III/IIE/IIIH
• Ford MERCON LV
• VAG G-080-162
• BMW 8322 2152428
• BMW 2289720 (ATF 3+)
• Jaguar 02JDE 26444
• Land Rover LR023288
• Chrysler 68157995AA
• JEEP
• FIAT 9.55550-AV5

• Chery WCF-1
• Ford WSD-M2C-199A
 • GM/Saturn DEX-CVT
• HONDA HCF-2
• Hyundai/Kia CVT-J1
• IDEMITSU CVTF-EX1
• DAIHATSU Ammix CVTF FE
• Mazda JWS 3320
• MG Rover EM-CVT
• MITSUBISHI DQ CVT Fluid J4
• NISSAN CVT Fluid NS-3
• Peugeot PSA 9735EF
• SUZUKI CVTF TC
• SUZUKI CVT Green 2
• TOYOTA CVT Fluid FE
• Volvo CVT 4959
• VW/Audi TL 521 80

Automatic
Transmission Fluid

Automatic
Transmission Fluid

TMTM

ATF-IIIATF-III
MULTI-PURPOSEMULTI-PURPOSE

1 U.S. QT
946mL
1 U.S. QT
946mL11

TMTM

Automatic
Transmission Fluid

Automatic
Transmission Fluid

1 U.S. QT / 946mL1 U.S. QT / 946mL 11

MV-ATF
FULL SYNTHETIC

Multi-Vehicle formula suitable for use in most GM, Ford, Toyota, Honda, 
and other high performance vehicles.

• DEXRON® III/III(H)/IIE • Ford MERCON® • Honda® Z-1
• Hyundai/Kia SP-II/III/IV • Toyota WS, T-III, T-IV • Mercedes Benz®
• Allison® C-3, C-4 • Mitsubishi SP-II, -III • JASO 1A
• Nissan® Matic Fluids • Volvo CE 97340 • ZF TE-ML-14A

1 U.S. QT / 946mL1 U.S. QT / 946mL 11

TMTM

Continuously Variable
Transmission Fluid

Continuously Variable
Transmission Fluid

Continuously Variable
Transmission Fluid

Continuously Variable
Transmission Fluid

SUITABLE FOR:
• DAIHATSU Amix CVTF FE
• HONDA HCF-2
• NISSAN CVT Fluid NS-3
• SUZUKI CVT Green 2
• MITSUBISHI DQ CVT Fluid J4
• TOYOTA CVT Fluid FE

SUITABLE FOR:
• DAIHATSU Amix CVTF FE
• HONDA HCF-2
• NISSAN CVT Fluid NS-3
• SUZUKI CVT Green 2
• MITSUBISHI DQ CVT Fluid J4
• TOYOTA CVT Fluid FE

SUITABLE FOR:
• DAIHATSU Amix CVTF FE
• HONDA HCF-2
• NISSAN CVT Fluid NS-3
• SUZUKI CVT Green 2
• MITSUBISHI DQ CVT Fluid J4
• TOYOTA CVT Fluid FE

SUITABLE FOR:
• DAIHATSU Amix CVTF FE
• HONDA HCF-2
• NISSAN CVT Fluid NS-3
• SUZUKI CVT Green 2
• MITSUBISHI DQ CVT Fluid J4
• TOYOTA CVT Fluid FE

CVTCVTCVTCVT
FULL SYNTHETICFULL SYNTHETICFULL SYNTHETICFULL SYNTHETIC

TMTM

1 U.S. QT / 946mL 11

• GM DEXRON®-VI

• DEXRON® III/III(H)/IIE

• Ford MERCON®

• MAN 339A

• Hyundai/Kia SP-II/III/IV

• Toyota WS, T-III, T-IV

• Mercedes Benz®

• Honda® Z-1

• Allison® C-3, C-4

• Nissan® Matic Fluids

• Volvo CE 97340

• ZF TE-ML 09X

Officially Licensed and GM Approved J-60189

Suitable for use in most GM, Ford, Toyota, Honda,
and other high performance vehicles

Automatic
Transmission Fluid

Automatic
Transmission Fluid

FULL SYNTHETIC MULTI-VEHICLE FORMULAFULL SYNTHETIC MULTI-VEHICLE FORMULA

TMTM

Automatic
Transmission Fluid

Automatic
Transmission Fluid

1 U.S. QT / 946mL1 U.S. QT / 946mL 11

8&9 SPEED
FULL SYNTHETICFULL SYNTHETIC

ZF FORMULAZF FORMULA

ZF FORMULA suitable for use in most GM, Ford, Toyota, Honda, and 
other high performance vehicles.

• ZF TE-ML 05L • ZF TE-ML 09 • ZF TE-ML 11A / 11B
• ZF TE-ML 21L • DEXRON -VI • Ford MERCON LV
• ATF 3+ •BMW 8322 2152428 • Chrysler 68157995AA
• FIAT 9.55550-AV5 • Jaguar 02JDE 26444 • Land Rover LR023288

ATF-III MV-ATF DEX-VI 8&9 CVT TES-668

MADE IN
THE U.S.A.
MADE IN
THE U.S.A. 1 U.S. Quart / 946mL1 U.S. Quart / 946mL11

POWER
STEERING

FLUID

POWER
STEERING

FLUID

POWER
STEERING

FLUID

POWER
STEERING

FLUID

TMTM

ROVER Power Steering Fluid is a premium fluid blended from superior base 
stocks and select additives to provide protection against wear, oxidation, and 
corrosion. It can be used as a top-o� or for a complete fluid replacement in 
passenger cars and light trucks. Rover Power Steering Fluid meets the service 
requirements of both foreign and domestic passenger vehicles and light trucks.

POWER STEERING



• Fortified with antioxidants and corrosion inhibitors
• Protects against damaging rust, corrosion and oxidation
• Provide superior thermal stability
• Reduces downtime and increase time between service
• Wide multi-purpose capability and uses reduces inventory

usglobalpetroleum.com 7

75W-90
• API GL-5, MT-1
• Eaton MLD
• DAF
• GB 13895
• Mack Truck GO-J Plus
• MIL-PRF-2105D
 • MAN 342 M1 / M2
• SAE J2360
• Volvo 1273.10 97310
• ZF TEL-ML 07A / 08

80W-90
• API GL-5, MT-1
• Eaton MLD
• DAF
• Ford WSP-M2C197A
• GB 13895
• Mack GO-J Plus
• MAN 342 M1 / M2
• MIL-L-2105D
• MIL-PRF-2105E
 • SAE J2360
• Volvo 1273.10 97310
• ZF TEL-ML 07A / 08

85W-140
• API GL-5, MT-1
• Mack GO-J
• MIL-L-2105D
• MIL-PRF-2105E
• SAE J2360

  140
• API GL-4
• MIL-L-2105

   90
• API GL-4
• MIL-L-2105

GEAR OILS

ROVER Anti-Wear Hydraulic Oils are specifically formulated for use with all 
vane and piston-type hydraulic pumps, circulating systems, compressors, and 
various industrial equipment. These oils are developed according to ISO 
viscosity grade classifications and meet or exceed performance 
specifications, including Cincinnati Machine P-68, P-69, P-70, Denison HF-0, 
HF-1, HF-2, Vickers 35VQ25, Eaton/Vickers M-2950-S, I-286-S, Ford M6C32, 
Chrysler, General Motors LS-2, and US Steel 136. They are ideal for most 
industrial applications requiring anti-wear hydraulic oil, ensuring stability and 
durability.

ROVER Multi-Purpose Gear Oils are versatile 
formulations designed with advanced additives 
to perform well across a wide range of 
operating temperatures. These oils protect 
against rust, oxidation, and wear, which helps 
extend the life of components and reduces 
operating costs. They are recommended for 
topping o� or refilling manual transmissions, 
conventional di�erentials, hypoid gears, and 
other gear systems in industrial, automotive, 
trucking, construction, farming, and various 
o�-highway applications.

AW HYDRAULIC FLUID

INDUSTRIAL FLUIDINDUSTRIAL FLUIDINDUSTRIAL FLUIDINDUSTRIAL FLUID

Available in: 5-Gallon Pails, 55-Gallon Drums, Totes, and Bulk 

ISO Viscosity Grades: 22, 32, 46 and 68
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Global Distribution
US Global Petroleum is a U.S. based certified ISO 9001 
oil manufacturer and a global distributor of API 
licensed quality lubricants, hydraulics and chemicals
for passenger car, commercial vehicles and industrial 
applications.

Winner 2021 Awarded 2nd Place - AutomotiveTech 
International Trade Council's Annual Go Global Awards

“Winning an Award is no small feat. We received a total of 
6416 entries, coming from organizations in 178 countries. 
... We are humbled by organizations such as US Global 
Petroleum who, in the face of a global pandemic, have 
displayed leadership, resilience and innovation, while 
embracing change and supporting their employees
and communities in a way never seen before.”

— Kristal Parcon, head of the Awards Committee
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US Global Petroleum  •  9101 W Fullerton Avenue  •  Franklin Park, IL 60131  •  Fax +1 773-376-9661

MADE
IN USA


