
HANDLING AND SAFETY INFORMATION - Refer to GOLDEN STALLION (SDS) Safety Data Sheets for proper handling and safety information. Use the same care and 
handling as for any petroleum product. Nothing herein shall be deemed to constitute a warranty, express or implied, that said information or data are correct or that the products 
described are merchantable or fit for a particular purpose, or that said information, data or products can be used without infringing patents of third parties.

Technical Product Information

www.usglobalpetroleum.com    773-376-9660

Test Method ASTM - Typical test data are average values only.  Minor 
variations, which do not affect performance, may occur.

Synthetic Blend High Mileage SAE 5W-30 Motor Oil

Typical Characteris�c
5W-30 Synthe�c Blend Oil

SAE GRADE Syn Blend 5W-30

API SERVICE  SP / GF-6A

API Gravity ASTM D287 33.26

Flash Point, COC °C/°F ASTM D92 221 / 429.8

Pour Point, °C/°F ASTM D97 -48 / -54.4

Viscosity @ 40°C, cSt ASTM D445 60.71

Viscosity @ 100°C, cSt ASTM D445 10.23

Viscosity Index ASTM D2270 157

CCS, mPa-sec °C max ASTM D5293 6600 @ -30

Total Base No. TBN ASTM D2896 7.0 
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MADE IN USA

API SP
ILSAC GF-6A

Chrysler MS 6395

Ford WSS-M2C929A, 

WSS-M2C946A 

MOTOR OILMOTOR OILMOTOR OILMOTOR OIL
HIGH MILEAGEHIGH MILEAGEHIGH MILEAGEHIGH MILEAGE

1 U.S. Quart
946mL

SAE 5W-30
API SP / ILSAC GF-6A
For vehicles
with over
75,000 miles

API SP / ILSAC GF-6A
For vehicles
with over
75,000 miles

V211209


