
Manufactured by
US Global Petroleum
Franklin Park, IL 60131+1 773.376.9660    usglobalpetroleum.com

MADE
IN USA

HANDLING AND SAFETY INFORMATION - Refer to USGLOBAL (SDS) Safety Data Sheets for proper handling and safety information. Use the same care and handling as for any 
petroleum product. Nothing herein shall be deemed to constitute a warranty, express or implied, that said information or data are correct or that the products described are merchantable 
or fit for a particular purpose, or that said information, data or products can be used without infringing patents of third parties.

Flash Point >350 °F

Boiling Point >400 °F

Speci�c Gravity .9

Appearance Colorless Liquid

Odor Mild Petroleum

Flammability Low Flammability

Plastic Safe Yes

Propellant Not Applicable

iLast Power Steering Fluid is a high quality power steering �uid and conditioner suitable for use in most 
automobiles. Our Formula is made with high quality oil, plasticizers, and stabilizer additives that prevent 
hardening and shrinkage of seals, reduce bearing, piston and valve noise and wear. It helps stop pump 
squealing, protects seals, helps prevent unusual wear and provide easier, quieter and smoother steering. 
iLast Power Steering Fluid is formulated to be non-foaming and non-corrosive and will mix with most 
factory power steering �uids. 

POWER STEERING FLUID

C O N TA I N S  C O R R O S I O N  I N H I B I T O R S  M I X E S  W I T H  O T H E R  F LU I D S

Technical  Data  Sheet

Typical Properties

Typical test data are average values only.  Minor variations, which do not a�ect performance, may occur.
As always, you should consult your owner’s manual to verify the proper �uid recommendation for your particular vehicle.

12-Ounce - FPiL0008 

V170303

12 FL. OZ.
(355 mL)

CONTAINS CORROSION INHIBITORS
MIXES WITH OTHER FLUIDS
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WARNING: READ CAREFULLY WARNINGS ON BACK PANEL.
CONTIENE INHIBIDORES DE LA CORROSIÓN
SE MESCLA CON OTROS LÍQUIDOS
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